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4. Floor	  quality	  and	  shimming

Make	  sure	  the	  floor	  is	  level,	  of	  adequate	  quality	  and	  can	  support	  the	  load	  of	  the	  shelving	  as	  well	  as	  materials	  handling	  
equipment.	  
The	  flatness	  of	  the	  installation	  floor	  must	  be	  compliant	  with	  the	  shelving	  use	  class	  according	  to	  standard	  EN	  15620.	  
The	  strength	  and	  thickness	  (min.	  130	  mm)	  of	  the	  concrete	  slab	  must	  be	  verified	  to	  ensure	  the	  frames	  will	  be	  adequately	  
anchored.	  

Ø Standard	  for	  class	  400	  :

For	  class	  400,	  you	  should	  refer	  to	  standard	  EN	  15620.	  

Ø Standard	  for	  class	  300	  A	  and	  300	  B	  :

For	  classes	  300	  A	  and	  300	  B,	  you	  should	  refer	  to	  standard	  EN	  15620.	  
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2500	   2	   2	   2	   4	   2	   2	   2	   9	   9	  
3000	   2	   2	   2	   5	   2	   2	   2	   10	   10	  
3500	   2	   2	   2	   6	   2	   2	   2	   11	   11	  
4000	   2	   2	   3	   6	   4	   2	   2	   13	   13	  
4500	   2	   2	   3	   7	   4	   2	   2	   14	   14	  
5000	   2	   2	   3	   8	   4	   2	   2	   15	   15	  
5500	   2	   2	   3	   9	   4	   2	   2	   16	   16	  
6000	   2	   2	   3	   10	   4	   2	   2	   17	   17	  
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750	   667	   873,5	  
800	   717	   912	  
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1200	   1117	   1249	  
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7. Assembling	  twinning	  spacers	  

If	  installing	  shelving	  back-‐to-‐back,	  2	  twinning	  spacers	  must	  be	  fitted	  per	  pair	  of	  frames,	  distributed	  along	  the	  height	  as	  below:	  
The	  twinning	  spacers	  must	  be	  positioned	  in	  compliance	  with	  standard	  EN	  15635.	  
	  

• Fit	  the	  first	  spacer	  at	  approx.	  1250	  mm	  from	  the	  floor	  at	  the	  first	  intersection	  of	  diagonal	  braces	  the	  back	  of	  the	  frame.	  
• Fit	  the	  second	  spacer	  at	  the	  last	  intersection	  of	  diagonal	  braces	  towards	  the	  top	  of	  the	  frame. 

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

8. Frame	  protection	  

Please	  refer	  to	  the	  safety	  manual	  provided	  with	  the	  shelving.	  
	  

9. Load	  plate	  

Please	  refer	  to	  the	  safety	  manual	  and	  load	  tables	  provided	  with	  the	  shelving.	  
	  

10. User	  protection	  

Please	  refer	  to	  the	  safety	  manual	  provided	  with	  the	  shelving.	  
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11. Assembly	  tolerances	  

To	  ensure	  the	  stability	  of	  the	  shelving,	  assembly	  must	  be	  performed	  by	  competent	  and	  qualified	  staff	  in	  compliance	  with	  the	  
rules	  of	  best	  practice.	  	  
You	  must	  comply	  with	  standard	  EN	  15620	  with	  respect	  to	  the	  assembly	  tolerances	  according	  to	  the	  shelving	  use	  class.	  
	  
Reminder:	  The	  floor	  must	  be	  checked	  prior	  to	  shelving	  installation.	  (See	  section	  3.	  Floor	  quality	  and	  shimming)	  
	  

Ø Horizontal	  alignment	  tolerances:	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

Ø Vertical	  alignment	  tolerances:	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
Besides	  the	  tolerances	  indicated	  above,	  it	  is	  your	  responsibility	  to	  comply	  with	  all	  the	  specific	  tolerances	  given	  in	  standard	  EN	  
15620.	  

	  
Classes	  300	  A	  and	  B	   Class	  400	  

ΔL	   10	  mm	   15	  mm	  

ΔT	   10	  mm	   15	  mm	  

	  
Classes	  300	  A	  and	  B	   Class	  400	  

ΔCx	   ±	  H/500	   ±	  H/350	  

ΔCz	   ±	  H/500	  (avec	  butées)	  	  	  	  	  	  	  	  	  
±	  H/750	  (sans	  butées)	   ±	  H/350	  
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